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Statii Ecomix A Tip Cabinet 

 

Valva WS1TC-Clack      Valva WS1CI-Clack      Valva E14M-Fobrite      Valva DM-Fobrite     Valva AT/AV-Autotrol 

     cronometrica                 volum+timp                volum+timp                  volum+timp                timp/volum 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Volum 
Rasina 

Racord Debit 
Maxim 

Capacitate 
ciclica 

Consum sare Dimensiuni 
Cabinet 

Statie 
Cabinet 

[litri] [“] [m3/h] [m3/°G] [Kg/reg] [L x l x h] cm   

8 1” 0.3 17 1.0 40x28x35         Bingo 8-ECO 

10 1” 0.35 21 1.2 48x32x65         Europa 10-ECO 

10 1” 0.35 21 1.2 60x35x67         Diamant 10-ECO 

10 1” 0.35 21 1.2 50x32x67         Crystal 10-ECO 

10 1” 0.35 21 1.2 50x32x67         Ocean 10-ECO 

12 1” 0.42 25 1.5 60x35x67         Diamant 12-ECO 

12 1” 0.42 25 1.5 50x32x67         Crystal 12-ECO 

12 1” 0.42 25 1.5 50x32x67         Ocean 12-ECO 

 

 

 

         Cabinet Bingo           Cabinet Europa                    Cabinet Diamant                 Cabinet Crystal                    Cabinet Ocean 
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Volum 
Rasina 

Racord Debit 
Maxim 

Capacitate 
ciclica 

Consum sare Dimensiuni 
Cabinet 

Statii  
Cabinet 

[litri] [“] [m3/h] [m3/°G] [Kg/reg] [L x l x h] cm   

15 1” 0.53 32 1.8 48x32x112 Europa 15-ECO 

15 1” 0.53 32 1.8 60x35x112    Diamant 15-ECO 

15 1” 0.53 32 1.8 50x32x101    Crystal 15-ECO 

15 1” 0.53 32 1.8 50x32x101   Ocean 15-ECO 

20 1” 0.7 42 2.4 48x32x112         Europa 20-ECO 

20 1” 0.7 42 2.4 60x35x112   Diamant 20-ECO 

20 1” 0.7 42 2.4 50x32x101   Crystal 20-ECO 

20 1” 0.7 42 2.4 50x32x101  Ocean 20-ECO 

20 1” 0.7 42 2.4 50x32x114 Logix 20-ECO 

25 1” 0.9 53 3.0 60x35x112   Diamant 25-ECO 

25 1” 0.9 53 3.0 48x32x112 Europa 25-ECO 

25 1” 0.9 53 3.0 50x32x114  Logix 25-ECO 

25 1” 0.9 53 3.0 50x32x101   Crystal 25-ECO 

25 1” 0.9 53 3.0 50x32x101  Ocean 25-ECO 

30 1” 1.0 63 3.6 60x35x112  Diamant 30-ECO 

30 1” 1.0 63 3.6 50x32x114  Crystal 30-ECO 

30 1” 1.0 63 3.6 50x32x114 Ocean 30-ECO 

 

 

         Cabinet Europa                Cabinet Diamant               Cabinet Crystal                  Cabinet Ocean                   Cabinet Logix 
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Statii Ecomix Tip Simplex 

 

Statie Clack WS1TC     Statie Clack WS1CI      Statie Autotrol-AT/AV     Statie Fobrite-E14M     Statie Fobrite-DM 

  

 

 

 

 

 

 

Volum 

Rasina 

Debit 

Maxim 

Capacitate 

ciclica 

Butoi ptr. 

saramura 

Consum de 

sare 

Tanc + 

Valva 

Statie Ecomix 

Simplex 

[litri] [m3/h] [m3/°G] [litri] [lxh] cm [Kg/reg] [dxh] cm   

20 0.7 42 75 34x90 2.4 25x96 FSS 20-ECO 

25 0.9 53 75 34x90 3,0 25x96 FSS 25-ECO 

30 1.0 63 75 34x90 3,6 25x109 FSS 30-ECO 

35 1.3 74 75 34x90 4,2 25x132 FSS 35-ECO 

40 1.4 84 75 34x90 4,8 25x132 FSS 40-ECO 

45 1.6 95 100 34x116 5,4 25x157 FSS 45-ECO 

50 1.8 105 100 34x116 6,0 25x157 FSS 50-ECO 

55 1.9 116 100 34x116 6,6 30x142 FSS 55-ECO 

60 2.1 126 100 34x116 7,2 30x152 FSS 60-ECO 

65 2.3 137 100 34x116 7,8 30x152 FSS 65-ECO 

70 2.5 147 200 64x100 8,4 33x157 FSS 70-ECO 

75 2.6 158 200 64x100 9,0 33x157 FSS 75-ECO 

80 2.8 168 200 64x100 9,6 33x157 FSS 80-ECO 

85 3.0 179 200 64x100 10,2 36x185 FSS 85-ECO 

90 3.2 189 200 64x100 10,8 36x185 FSS 90-ECO 

95 3.3 200 200 64x100 11,4 36x185 FSS 95-ECO 

100 3.5 210 200 64x100 12,0 36x185 FSS 100-ECO 

110 3.9 231 200 64x100 13,2 40x185 FSS110-HF-ECO 

120 4.2 252 200 64x100 14,4 40x185 FSS120-HF-ECO 

130 4.6 273 200 64x100 15,6 40x185 FSS130-HF-ECO 

140 4.9 294 200 64x100 15,6 46x185 FSS140-HF-ECO 

150 5.3 315 200 64x100 18,0 46x185 FSS150-HF-ECO 

175 6.1 368 200 64x100 21,0 46x185 FSS175-HF-ECO 

 

 



                                                                            Sisteme profesionale pentru tratarea si potabilizarea apei! 

 

 

 

www.statiidefiltrare.ro 

Statii automate Ecomix Tip Duplex 

 

 

 

 

 

 

Volum 

Rasina 

Racord Debit 

Maxim 

Capacitate 

ciclica 

Butoi ptr. 

saramura 

Consum 

de sare 

2 Tancuri 

 + Valva 

Statie  

Duplex 

[litri] [“] [m3/h] [m3/°G] [litri] [lxh] cm [Kg/reg] [dxh] cm   

2 x 20 1” 0.7 42 75 34x90 2,4 25x96 FSD 20-ECO 

2 x 25 1” 0.9 53 75 34x90 3,0 25x96 FSD 25-ECO 

2 x 30 1” 1.0 63 75 34x90 3,6 25x109 FSD 30-ECO 

2 x 35 1” 1.3 74 75 34x90 4,2 25x132 FSD 35-ECO 

2 x 40 1” 1.4 84 75 34x90 4,8 25x132 FSD 40-ECO 

2 x 45 1” 1.6 95 100 34x116 5,4 25x157 FSD 45-ECO 

2 x 50 1” 1.8 105 100 34x116 6,0 25x157 FSD 50-ECO 

2 x 55 1” 1.9 116 100 34x116 6,6 30x142 FSD 55-ECO 

2 x 60 1” 2.1 126 100 34x116 7,2 30x152 FSD 60-ECO 

2 x 65 1” 2.3 137 100 34x116 7,8 30x152 FSD 65-ECO 

2 x 70 1” 2.5 147 200 64x100 8,4 33x157 FSD 70-ECO 

2 x 75 1” 2.6 158 200 64x100 9,0 33x157 FSD 75-ECO 

2 x 80 1” 2.8 168 200 64x100 9,6 33x157 FSD 80-ECO 

2 x 85 1” 3.0 179 200 64x100 10,2 36x185 FSD 85-ECO 

2 x 90 1” 3.2 189 200 64x100 10,8 36x185 FSD 90-ECO 

2 x 95 1” 3.3 200 200 64x100 11,4 36x185 FSD 95-ECO 

2 x 100 1” 3.5 210 200 64x100 12,0 36x185 FSD 100-ECO 

2 x 110 1” 3.9 231 200 64x100 13,2 40x185 FSD 110-HF-ECO 

2 x 120 1” 4.2 252 200 64x100 14,4 40x185 FSD 120-HF-ECO 

2 x 130 1” 4.6 273 200 64x100 15,6 40x185 FSD 130-HF-ECO 

2 x 140 1” 4.9 294 200 64x100 15,6 46x185 FSD 140-HF-ECO 

2 x 150 1” 5.3 315 200 64x100 18,0 46x185 FSD 150-HF-ECO 

2 x 175 1” 6.1 368 200 64x100 21.0 46x185 FSD 175-HF-ECO 

 

Duplex Twin Alternating      Duplex MAV  


